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P4-430000-01

P4-40 INTEGRAL SHUTTERS
FOR 4-ID-B

TUNGSTEN SHUTTER
ASSEMBLY

SEE PARTS LIST
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TYPE DRY ANNEAL AND UNDER CLEAN ROOM CONDITIONS
WHITE SILK GLOVES AND WRAPPED WITH ALUMINUM FOIL

3. HANDLING: THE COMPONENTS SHALL BE HANDLED WITH

A UHV PRESSURE OF 1 X 10 -9 TORR CAN BE ACHIEVED
2. CLEANING: THE COMPONENT MUST BE CLEANED SUCH THAT

1. THIS IS A ULTRA- HIGH VACUUM COMPONENT (UHV)

FOR REF. ONLY

NOTES:

4. DIMENSIONS IN [  ] ARE MILLIMETERS AND

5. DIMENSIONS IN (  ) ARE FOR REF. ONLY

1 P4-40 UPPER SHUTTER TUNGSTEN 1P4-430001-01

2 P4-40 LEFT & RIGHT LOWER SHUTTER TUNGSTEN 2P4-430002-00

3 P4-40 MIDDLE LOWER SHUTTER TUNGSTEN 1P4-430003-01

B
465

4 P4-40 TUNGSTEN GUIDE SST 4P4-430004-00

5 1/4 - 20 X 3/4" LG. VENTED SOC. HD. SCREW SILVER PLATED/SST 8

6 .262 I.D. X .062 THK. LOCK WASHER SST 8

4X .040 [1.02]

6X .077 [1.96]

1 6X .077 [1.96] WAS 6X .079 [2.01]

P4-430001-01 WAS P4-430001-00

P4-430003-01 WAS P4-430003-00 M.J.M. J.C. 1/31/00


